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The embodiments provide a system for maximizing informa-
tion gain for messages. The system may include an informa-
tion processing unit configured to receive a plurality of mes-
sages having a plurality of attributes, and an integrated
optimizer configured to receive an information gain model
representing information gain of the plurality of messages
and output a message schedule for displaying at least a subset
of the plurality of messages on a display terminal including
calculating a significance and display time for each of the
plurality of messages using the information gain model and
the plurality of attributes such that the information gain is
substantially maximized. The calculated significance may
determine which of the plurality of messages are included in
the message schedule and the display time may provide a time
period for which each message of the subset is displayed.
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Receive a plurality of messages from at least one source,
each of the plurality of messages including a plurality of [ ~\—602
attributes

'

Receive an information gain model representing information
gain of the plurality of messages 604

'

Output a message schedule for displaying at least a subset of
the plurality of messages on a display terminal including
calculating a significance and display time for each of the

plurality of messages using the information gain model and ~_606
the plurality of attributes such that the information gain is

substantially maximized, wherein the calculated significance

determines which of plurality of messages are included in the
message schedule and the display time provides a time
period for which each message of the subset is displayed

FIG. 6
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1
MAXIMIZING INFORMATION GAIN FOR
CONTINUOUS EVENTS

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims priority under 35 U.S.C. §119 to
Chinese Patent Application No. 201310260134.2, filed on
Jun. 26, 2013, entitled “MAXIMIZING INFORMATION
GAIN FOR CONTINUOUS EVENTS”, which is incorpo-
rated herein by reference in its entirety.

BACKGROUND

In today’s environment, people are presented with a rela-
tively large amount of information such as information from
their various email accounts, news feeds, social media
sources, weather reports, pollution reports, calendars, and/or
any other type of information source. However, integrating
information from different sources and presenting this infor-
mation to users in an efficient way may be a challenging task.

Conventional methods may process continuous event data
based on a first-come-first serve basis or a preemptive priority
queue that gives priority to some information over other infor-
mation. For example, one conventional method may receive
messages from a variety of sources, and then process and
display the messages on a first-come-first serve basis, where
newer messages replace older messages. Another conven-
tional method may process the messages using the preemp-
tive priority queue, where some messages are assigned a
higher priority than other messages, and the messages with
the higher priority may replace older messages with a lower
priority. However, these conventional methods as well as
other related methods do not efficiently integrate information
for temporal, visual, and/or spatial costs in order to maximize
information gain.

SUMMARY

The embodiments provide a system for maximizing infor-
mation gain for messages. The system may include at least
one processor, and a non-transitory computer-readable
medium including instructions executable by the at least one
processor. The instructions may be configured to implement
an information processing unit configured to receive a plural-
ity of messages having a plurality of attributes, and an inte-
grated optimizer configured to receive an information gain
model representing information gain of the plurality of mes-
sages and to output a message schedule for displaying at least
a subset of the plurality of messages on a display terminal
including calculating a significance and display time for each
of'the plurality of messages using the information gain model
and the plurality of attributes such that the information gain is
substantially maximized. The calculated significance may
determine which of the plurality of messages are included in
the message schedule and the display time may provide a time
period for which each message of the subset is displayed.

The system may include an information gain unit config-
ured to determine the information gain model based on a
weighted sum of information carried by each message of the
plurality of messages, where the sum of information carried
by each message is weighted by the significance of each
message of the plurality of messages.

The information gain unit configured to determine the
information gain model also includes incorporating an acqui-
sition model into the information gain model such that the
information carried by each message is represented by

10

15

20

25

30

35

40

45

50

55

60

65

2

parameters specific to the acquisition model and the display
time corresponding to a respective message.

The system may include a distraction unit configured to
determine a penalty model to prevent at least an overlap of
displayed messages. The penalty model may be based on a
weighted sum of sizes of the plurality of messages in com-
parison with a capacity of the display terminal, where the sum
of'sizes is weighted by the significance of each message ofthe
plurality of messages. The integrated optimizer may be con-
figured to incorporate the penalty model into the information
gain model.

The system may include a display coordinator configured
to determine visual options of the displayed messages based
on the calculated significance and the display time of each
message, where the visual options may include at least one of
font, size, and color of the displayed messages.

The display coordinator may be configured to determine a
position on the display terminal for each displayed messages
based on the corresponding calculated significance. The dis-
play coordinator may be configured to determine a speed in
which the displayed messages are moving based on the cor-
responding calculated significance. At least one of the plural-
ity of attributes may include an importance attribute indicat-
ing a relative level of importance to a respective source or
user.

The system may include an updating unit configured to
receive new messages and cause the integrated optimizer to
adjust the information gain model to discount the information
gain of the displayed messages, where the integrated opti-
mizer is configured to output an updated schedule for the new
messages and the displayed messages based on the adjusted
information gain model.

The embodiments also include a non-transitory computer-
readable medium storing instructions that when executed
cause at least one processor to maximize information gain of
messages. The instructions may include instructions to
receive a plurality of messages having a plurality of attributes
from at least one source, receive an information gain model
representing information gain of the plurality of messages,
and output a message schedule for displaying at least a subset
of the plurality of messages on a display terminal including
calculating a significance and display time for each of the
plurality of messages using the information gain model and
the plurality of attributes such that the information gain is
substantially maximized. The calculated significance may
determine which of the plurality of messages are included in
the message schedule and the display time may provide a time
period for which each message of the subset is displayed.

The instructions may include instructions to determine the
information gain model based on a weighted sum of informa-
tion carried by each message of the plurality of messages,
where the sum of information carried by each message is
weighted by the significance of each message of the plurality
of messages.

The instructions to determine the information gain model
include instructions to incorporate an acquisition model into
the information gain model such that the information carried
by each message is represented by parameters specific to the
acquisition model and the display time corresponding to a
respective message.

The instructions may include instructions to determine a
penalty model to prevent at least an overlap of displayed
messages. The penalty model may be based on a weighted
sum of sizes of the plurality of messages in comparison with
a capacity of the display terminal, where the sum of sizes is
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weighted by the significance of each message of the plurality
of messages, and the penalty model may be incorporated into
the information gain model.

The instructions may include instructions to determine
visual options of the displayed messages based on the calcu-
lated significance and the display time of each message,
where the visual options includes at least one of font, size, and
color of the displayed messages.

The instructions to determine visual options include
instructions to determine a position on the display terminal
for each displayed messages based on the corresponding cal-
culated significance.

The instructions may include instructions to receive new
messages and adjust the information gain model to discount
the information gain of the previously displayed messages,
and output an updated schedule based on the adjusted infor-
mation gain model.

The embodiments also may include a method for maximiz-
ing information gain of messages. The method may include
receiving, by at least one processor, a plurality of messages
having a plurality of attributes from at least one source, and
determining, by the at least one processor, an information
gain model representing information gain of the plurality of
messages. The information gain model may be based on a
weighted sum of information carried by each message of the
plurality of messages, where the sum of information carried
by each message is weighted by a significance of each mes-
sage of the plurality of messages. The method may also
include incorporating, by the at least one processor, an acqui-
sition model into the information gain model such that the
information carried by each message is represented by
parameters specific to the acquisition model and a display
time corresponding to a respective message, and outputting,
by the at least one processor, a message schedule for display-
ing the plurality of messages including calculating the sig-
nificance and the display time for each of the plurality of
messages such that the information gain is substantially
maximized based on the information gain model and the
plurality of attributes of the plurality of messages.

The method may further include determining, by the at
least one processor, a penalty model to prevent at least an
overlap of displayed messages. The penalty model may be
based on a weighted sum of sizes of the plurality of messages
in comparison with a capacity of the display terminal, where
the sum of sizes is weighted by the significance of each
message of the plurality of messages. The method may also
include incorporating, by the at least one processor, the pen-
alty model into the information gain model.

The method may further include determining, by the at
least one processor, visual options of the displayed messages
based on the calculated significance and the display time of
each message, where the visual options include at least one of
font, size, and color of the displayed messages.

The method may further include receiving, by the at least
one processor, new messages, adjusting, by the at least one
processor, the information gain model to discount the infor-
mation gain of the displayed messages, and outputting, by the
at least one processor, an updated schedule for the new mes-
sages and the display messages based on the adjusted infor-
mation gain model.

The details of one or more implementations are set forth in
the accompanying drawings and the description below. Other
features will be apparent from the description and drawings,
and from the claims.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 illustrates a system for maximizing information
gain for a plurality of messages according to an embodiment;
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FIG. 2 illustrates an example display of the plurality of
messages according to an embodiment;

FIG. 3 illustrates a message schedule according to an
embodiment;

FIG. 4 illustrates a plurality of sources generating a plural-
ity of messages according to an embodiment;

FIG. 5 illustrates a display arrangement of the messages of
FIG. 4 on adisplay terminal according to an embodiment; and

FIG. 6 is a flowchart illustrating example operations of the
system of FIG. 1 according to an embodiment.

DETAILED DESCRIPTION

The embodiments provide a system for maximizing infor-
mation gain for messages. For example, the system may
receive a plurality of messages from various sources such as
email accounts, social media accounts, news sources, weather
sources, and/or generally any type of information source that
generates messages (also referred to as events or data
streams) before presenting these messages on a display ter-
minal for viewing by an end user. The system may process the
received messages using an information gain model such that
an information gain of the messages may be substantially
maximized. For example, the information gain of the mes-
sages to be displayed is maximized by determining the appro-
priate display times and visual characteristics (e.g., size,
moving speed, color, etc.) of the messages. Then, the system
may output a message schedule for displaying at least a subset
of the received messages on a display terminal of a device.

For example, when processing the plurality of received
messages, the system may calculate significance and display
time of each message in a manner that substantially maxi-
mizes the information gain based on the information gain
model. The message schedule may indicate which messages
are to be displayed (which may depend on their calculated
significances), and the display times for the messages to be
displayed. Further, depending on the calculated significance,
the system may determine one or more visual options (e.g.,
font, size, color, and moving speeds) of the messages to be
displayed, as well as their position on the display terminal.
Further, one or more of the visual options may be determined
from the attributes of the messages themselves such any type
of importance level associated with the user (e.g., the impor-
tance level may be set by the provider, the user, or determined
by the system), and urgency of the messages.

According to the embodiments, the system may optimize
information gain by scheduling the display of messages on
the display terminal (which takes into account a size of the
display terminal) including determining the messages’ sizes,
styles, moving speeds, font, colors, and/or any other type of
characteristic related to the display of messages. In more
detail, the system may optimize the time schedules and rela-
tive significances of the messages to maximize the possible
information gain, which, as a result, may present relatively
important messages in a more efficient manner by consider-
ing their temporal, spatial, and visual characteristics.

Generally, the system may solve an optimization problem
to determine which messages can be shown on the display
terminal, how long they will be shown, and the significances
of'messages, which may affect the visual options such as font,
sizes, colors, display times, moving speeds, and positions, for
example. Furthermore, the system may handle continuous
events such as a continuous stream of messages from one or
more information sources. In one example, the system may
evaluate the tradeoff between displaying a new message
immediately by canceling a message display before its due
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time and displaying the new message at a later point. These
and other features are further explained below with respect to
the figures.

FIG. 1 illustrates a system 100 for maximizing information
gain for a plurality of messages 104/105 according to an
embodiment. For example, the system 100 may include at
least one processor 131, and a non-transitory computer read-
able medium 132. The non-transitory computer readable
medium 132 may include instructions, that when executed by
the at least one processor 131, are configured to implement
the components and/or functionalities of the system 100, as
further described below. The non-transitory computer read-
able medium 132 may include one or more non-volatile
memories, including by way of example semiconductor
memory devices, e.g., EPROM, EEPROM, and flash memory
devices; magnetic disks, e.g., internal hard disks or remov-
able disks; magneto-optical disks; and CD-ROM and DVD-
ROM disks. Besides storing executable instructions, the non-
transitory computer-readable medium 132 may also store any
type of database structure discussed herein. The at least one
processor 131 may include any type of special purpose logic
circuitry, e.g.,an FPGA (field programmable gate array) or an
ASIC (application-specific integrated circuit).

The system 100 may include an information processing
unit 106, an acquisition model 110, an information gain unit
108, a distraction unit 112, an integrated optimizer 114, an
updating unit 116, and a display coordinator 126. The inte-
grated optimizer 114 may be configured to output a message
schedule 124 that schedules at least some of the received
(queuved) messages 104 within a certain time window based
on calculated significances and display times. For example, as
further explained below, the integrated optimizer 114 may
solve an optimization problem to calculate the significance
and the display time for each of the received messages 104 in
amanner that maximizes the information gain. Then, depend-
ing on the calculated significances and the display times, the
integrated optimizer 114 may determine the message sched-
ule 124 for a particular time window that includes at least
some of the messages 104. The messages 104 included within
the message schedule 124 may be displayed on a display
terminal 128 of a device 130.

In one embodiment, the message schedule 124 may
include, for each message 104 (and/or new message 105) to
be displayed, an identifier that identifies a message 104, the
significance of the message 104, and the display time (e.g.,
start of display and end of display) of the message 104. The
integrated optimizer 114 may utilize any type of optimization
technique including convex optimization 118, fractional opti-
mization 120, and heuristic optimization 122 for solving for
the significance and the display time of the plurality of mes-
sages 104 in a manner that maximizes the information gain. It
is noted that the initial set of message may be referred to as the
messages 104, and the subsequently received new messages
105 may be referred to as the new messages 105. However,
throughout the disclosure, any explanation regarding the
messages 104 may equally apply to the new messages 105 (or
vice versa) unless otherwise noted.

Also, based on the calculated display times and the signifi-
cances provided by the integrated optimizer 114, the display
coordinator 126 may determine a layout of the message
schedule 124 including determining one or more visual
options including font, color, size, moving speeds, and/or
position of the messages 104. Furthermore, the display coor-
dinator 126 may use one or more attributes associated with
the messages 104 to determine the layout of the message
schedule 124. For example, one of the messages 104 may be
associated with an importance level provided by the provider
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or the user, and the display coordinator 126 may determine
the size of this message 104 based on the importance level,
where messages 104 with relatively high importance levels
may have a relatively large size. Also, the display coordinator
126 may determine one or more of the visual options based on
the calculated significance and/or one or more attributes of
the messages 104.

FIG. 2 illustrates an example display arrangement 200 of
the plurality of messages 104 according to an embodiment.
For example, FIG. 2 illustrates a layout of the messages 104
generated by the system 100. In particular, depending on each
message’s calculated significance and display time (as well as
the messages’ attributes), the display coordinator 126 may
determine the layout of the message schedule 124, which is
shown in FIG. 2. For instance, a relatively more important
message 104 may have a larger size compared to other less
important messages 104. For example, if the calculated sig-
nificance is relatively high, the corresponding message 104
may be considered relatively high. Therefore, according to
one example, the size of the messages 104 may be dependent
on upon their calculated significance.

Other visual options or display characteristics may be
dependent upon the calculated significance and/or the mes-
sages’ attributes. For example, the calculated significance
may affect the color, font style/size, moving, speed, and posi-
tion of the corresponding message 104. For example, for a
message 104 having a relatively high significance, its size
may be larger, and the position of the message 104 may be
provided in the top right corner. Also, this message 104 may
be provided in a different color than the other messages such
as red, for example.

Referring back to FIG. 1, in one embodiment, the plurality
of messages 104 may be considered an initial set of messages
104, and the integrated optimizer 114 may process the initial
set in order to obtain the message schedule 124 for the initial
set. As the new messages 105 are received over time, the
updating unit 116 may perform an optimization on the new
message 105 while considering the information gain of the
currently displayed messages (e.g., at least some of the mes-
sages 104). For example, the updating unit 116 may be con-
figured to receive the new messages 105 and cause the inte-
grated optimizer to adjust the information gain model to
discount the information gain of the display messages (e.g., at
least some of the messages 104), and output an updated
message schedule based on the adjusted information gain
model. The updating unit 116 is further explained later in the
disclosure.

The information processing unit 106 may be configured to
receive the plurality of messages 104 from at least one source
102 of a plurality of sources 102. The plurality of sources 102
may include any number of information sources that gener-
ates messages 104, 105 that are destined to a particularuser of
the device 130. The plurality of sources 102 may include
email accounts (e.g., personal and/or business), social media
accounts, new information sources, stock information,
weather sources, air pollution reports, calendar, and/or gen-
erally any type of information source that is capable of gen-
erating messages 104, 105 containing information for view-
ing by a user.

The device 130 may be any type of device capable of
displaying the messages 104, 105 on the display terminal 128.
For example, the device 130 may be a laptop, desktop, smart-
phone, tablet, or generally any type of computing device. The
device 130 may include an application 127 and the display
terminal 128, as well as any other components that are well
known to one of ordinary skill in the art. The application 127
may be an information tool that utilizes the output (e.g.,
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message schedule 124) of the system 100 to provide the
display of the messages 104 on the display terminal 128.
According to one embodiment, each of the plurality of
messages 104 may include a plurality of attributes such an
identifier (ID), content, length, height, importance, times-
tamp, lifetime of message 104 (e.g., times for which the
message is valid), and/or a display indicator indicating
whether or not the message must be displayed. Table 1 pro-
vided below identifies the plurality of attributes for a particu-
lar message 104 as well as their data types and descriptions.

TABLE 1

Attribute Data Type Description

D Integer Message ID to identify a message

Content String If content type is not text, store URL

Length Integer If text, number of characters; otherwise, raw
width of frame.

Height Integer If text, set to 0, otherwise, raw height of frame.

Importance  Double Importance provided by the content provider or
user, or determined by system

Public Time Date Time Timestamp of the message’s publication

Valid From  Date Time Valid from this time

Valid Until ~ Date Time Valid until this time

Must Show  Boolean  If this message must be seen by the user

As shown in Table 1, each message 104 may include a set
of attributes such as content, size, public time, valid time etc.
According to one example, the information processing unit
106 may receive each message 104 with the type of attributes
illustrated in Table 1. For instance, the information process-
ing unit 106 may receive information representing the mes-
sages 104 in a format provided by Table 1. For example, the
information processing unit 106 may receive a particular
message 104 with all the attributes provided by Table 1.
According to another example, the information processing
unit 106 may receive a particular message 104 with one or
more of these attributes, and the information processing unit
106 may determine the other attributes. For example, the
information processing unit 106 may receive a message 104
identifying only its ID and content, and the information pro-
cessing unit 106 may determine other attributes such as the
Valid From, Valid Until, Must Show, etc.

The ID attribute may be any type of identifier that is used to
identify the message 104, and may be represented by an
integer. The content attribute may provide/identify the con-
tent of the message 104, which may depend on the type of
content. The content types may include images and/or texts. If
the content type is text, the content attribute may represent the
content as a data string. If the content type is an image, the
content attribute may represent the content as a uniform
resource locator (URL), or any type of identifier that can
identify an image via a network, for example.

The size (or shape) of the message 104 may be represented
by the length attribute and the height attribute. Generally, it is
noted that the messages 104 may be rectangles, squares,
circles, or any kind of size/shape including predefined mes-
sage shapes where the size is adjustable. The length attribute
may specify the length of the message 104, and the height
attribute may specify the length of the message 104. If the
content type is an image, the length and height attributes may
have fixed raw width and height data, and for digital images,
the length and height attributes may be represented as pixels.
However, it is noted that the size/shape of the message 104
may be represented by any type of value(s) including radius,
diameter, or generally any type of measurement that may
indicate size/shape of the message 104. Furthermore, a mes-
sage 104 may include both text data and image data.
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Also, the attributes regarding size/shape of the message
104 may be dependent upon the type of display terminal 128
such as whether the display terminal 128 includes a one-
dimensional display or a two-dimensional display. If the
application 127 is a typical mobile application on a smart-
phone, the display terminal 128 may provide a list view,
which may be considered a one-dimensional display termi-
nal, if, for each message 104, only the fixed length of content
will be presented. As such, in this case, the length attribute
may specify a certain length, and the length may be the same
for all displayed messages 104.

The importance attribute may be defined by the source 102,
e.g., news messages can be tagged as breaking/urgent news.
Also, the importance attribute may be user preferences, e.g.,
e-mails from auser’s manager may be identified as important.
Further, the information processing unit 106 may determine
the importance attribute by analyzing the content of the mes-
sage 104. For example, the information processing unit 106
may perform an analysis method to analyze the content of the
message 104 in order to determine its importance level. Gen-
erally, the importance or the importance level may represent
arelative importance of the corresponding message 104 to the
user, the provider, or the system 100.

Also, the information processing unit 106 may adjust one
or more of the attributes of a particular message 104. For
example, based on the user preferences, the information pro-
cessing unit 106 may adjust the importance attribute to a
different importance level supplied by the user. Further, the
information processing unit 106 may adjust any other type of
attribute based on the user preference information or infor-
mation specified by the information processing unit 106.

The public time attribute may represent the timestamp of
publication of the message 104. For example, the pubic time
attribute may provide the time information (e.g., date, time)
regarding when the message 104 was published. The must
show attribute may be a display indictor indicating whether
the message 104 must be shown. In other words, if the must
show attribute is activated, the message 104 must be dis-
played. If the must show attribute is not activated, the mes-
sage 104 may or may not be shown.

The lifetime attribute may be represented by the Valid
From and Valid To attributes in Table 1. For example, each
message 104 may be associated with a lifetime, which
enables the flexibility of its appearance on the display termi-
nal 128. In one simplified example, the display terminal 128
may display only two messages at the same time. As such, the
lifetime of a message 104 may be different than the display
time ofthe message 104. However, with respectto a particular
message 104, its presentation display time period will usually
be within its lifetime.

FIG. 3 illustrates the message schedule 124 according to an
embodiment. In one example, the message schedule 124 may
identify the messages 104 to be displayed, their significances,
and the display times for a time window. The display time
may be different than its lifetime value. For example, as
shown in FIG. 3, each message 104 may be associated with a
lifetime attribute as shown by the dashed-rectangular boxes.
However, the display times (as indicated by the solid-rectan-
gular boxes) may be smaller than the start and end times
associated with the lifetime attribute. However, a display time
must be determined to be within the time period associated
with the lifetime attribute. Further, as indicated above, the
display time may be constrained to the type of display termi-
nal 128.

In the example of FIG. 3, the display of the messages 104
is limited to displaying two messages 104 at a time. As such,
a first message 104-1 and a third message 104-3 may be
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displayed until a second message 104-2 is displayed. Then,
the second message 104-2 is displayed along with the first
message 104-1 until a fifth message 104-5 is displayed.
Lastly, a fourth message 104-4 is displayed along with the
fifth message 104-5 after the second message 104-2 is dis-
played. As such, the display arrangement of the first message
104-1 to the fifth message 104-5 permits the display of only
two messages 104 at a time, where each display time period is
within the time period associated with its lifetime attribute.

Referring back to FIG. 1, the integrated optimizer 114 may
determine the following outputs while maximizing the infor-
mation gain, as shown in Table 2.

TABLE 2
Column Name Data Type Description
D Integer Message ID to identify a
message
Start Time Date Time Start time to show the message
End Time Date Time End time to show the message
Significance Double The scale or font size for

layout.

For example, for each message 104 to be included within
the message schedule 124 for a particular time window, the
integrated optimizer 114 may determine its ID, display times
(e.g., Start Time, End Time), and the significance while maxi-
mizing the information gain. However, Table 2 is merely an
example, where other types of outputs are possible. Also,
because the display terminal 128 has a limited size, the sys-
tem 100 may only display a limited amount of messages 104
at one time.

As further described below, the constraint of a capacity of
the display terminal 128 may be relaxed such that the message
schedule 124 can be resolved more efficiently. For example,
despite of the detailed layout and shapes of messages 104, the
exact capacity constraint in terms of the comparison of total
original size of messages 104 and the display area’s size is
relaxed such that the total original size of the messages 104
may be larger than the size of display terminal 128. In that
situation, the displayed messages 104 may overlap, which
may result in a distraction. However, as further explained
below, the distraction unit 112 determines a penalty model to
account for the overlapping messages 104, and the penalty
model is incorporated into the information gain model.

As indicated above, each message 104 is associated with a
lifetime constraint (the lifetime attribute), and a display indi-
cator (Must Show attribute) indicating whether the message
104 must be displayed. If a message 104 has an activated
Must Show attribute (e.g., the Must Show attribute is identi-
fied as true), then the corresponding lifetime constraint is a
hard constraint.

That is, for message m, T,,"*"“ and T, ™*"“ may represent
the start and the end of its lifetime, and T, and T,,**¢
represent the start and end of its display time. Then, the
relationship between the lifetime and the display time may be
represented by:

valid start end invalid
T, yeie<y ser< ], i<

Eq. (1):

For messages 104 that have soft lifetime constraints, or the
display time is not included within it corresponding lifetime,
the integrated optimizer 114 may not calculate the informa-
tion gain for that message 104 in the objective function, as
further described below.

The information gain unit 108 may be configured to deter-
mine the information gain model. In one example, the infor-
mation gain unit 108 may be configured to determine the
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information gain model based on a weighed sum of the infor-
mation carried by each message 104 of the plurality of mes-
sages 104, where the sum of information carried by each
message 104 is weighted by the significance of each message
104 of the plurality of messages 104. In order to explain how
the information gain unit 108 determines the information gain
model, a set of symbols is explained below with reference to
Table 3.

TABLE 3

Terminology Symbol
Set of all messages at time t M’
Set of messages displaying M,
Set of messages pending M,
Set of new coming messages M,
Single message m
Size of a single message m Sar
Capacity of display terminal C
Significance of message m ,,
Information carried by single message L.

With respect to the information gain, different messages
104 may carry different information of different importance.
According to an embodiment, the amount of information that
reaches the user in a period of time may be maximized.
Generally, the information that can be acquired from the
display terminal 128 by the user includes two parts—{first part
and a second part. The first part is the information carried by
each of the messages 104 on the display terminal 128—1I .
The second part is the weighted sum of this information. For
example, with respect to the second part, it is not merely the
sum of each message’s information, but rather a weighted
sum, where the weight (w,,) is the significance of that mes-
sage 104 generated by the system 100. The second part may
also represent a loss due to the mutual effect between the
messages 104, e.g., the distraction. In other words, if too
many messages 104 are displayed on the display terminal, the
information transfer rate may decrease.

Initially, the information gain unit 108 may determine the
information gain by the following equation, which defines the
acquirable information in a certain moment.

b g Eq. @

For example, the information gain unit 108 may determine
the information gain model I, based on the weighted sum of
information carried by each message of the plurality of mes-
sages, where the sum of information carried by each message
1, is weighed by the significance w,, of each message.

Then, for over a time window related to a particular mes-
sage schedule 124, the information gain unit 108 may calcu-
late the total information amount transferred as follows:

Maximize I=[Idt Eq. 3):

Also, it is noted that the integral for time may be pushed
down to every message 104 individually. Therefore, the total
information gain may be represented by the sum of informa-
tion gains of all the messages displayed.

From the perspective of psychology, the process for a user
to acquire information from a message 104 is not a linear
function of time. Conventionally, there are a number of acqui-
sition models (e.g., acquisition model 110) that attempt to
model the process of acquisition. Generally, the acquisition
models can be described by a time-acquisition curve. As such,
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the acquisition model may be any type of existing acquisition
model to describe a user’s behavior.

Without loss of generality, these acquisition models may
be denoted by a function A(p, At), in which p denotes a set of
parameters that correlate to the type of acquisition model, and
the At indicates the display time. The value of the function is
the amount of information acquired by the user. The type of
parameters p may be determined by the specific model cho-
sen, and the values may be determined by the specific mes-
sage (e.g., the intrinsic properties of the message 104).

The information gain unit 108 may be configured to incor-
porate the acquisition model 110 into the information gain
model of Eq. (3), which may result in the following equation:

Maximize /=%, 0,40, T, 1—1_","0)_,While
vaalzd< Tmstart< Tmend<Tmmmhd,f0r messages

104 that have an activated MustShow attribute. Eq. (4):

For example, the information gain unit 108 may be config-
ured to incorporate any type of acquisition model 110 (e.g.,
A(p, At)) into the information gain model such that the infor-
mation carried by each message 104 (e.g., [,,) is represented
by the parameters p specific to the acquisition model 110 and
the display time At corresponding to a specific message 104.
In other words, the attributes and corresponding values (e.g.,
from Table 1) used in Eq. (4) may depend on the type of
acquisition model 110. Regardless of the specific type of
acquisition model 110, the information gain unit 108 may use
some of the attributes and corresponding values for the
parameters p of Eq. (4).

Typically, Eq. (4) is a non-linear function of the signifi-
cance w,, and the display time T,,° and T,,*. The integrated
optimizer 114 may utilize convex optimization 118, frac-
tional optimization 120, and heuristic algorithm 122 to solve
the significance w,, and the display times T, ° and T, using
Eq. (4).

As indicated above, if there are too many messages shown
on the screen, some overlaps will happen or the messages’
size will shrink, and therefore the user may be distracted and
may not be able to fully acquire the information.

The distraction unit 112 may determine a distraction model
to determine a penalty value to offset this distraction. For
example, the distraction unit 112 may be configured to deter-
mine the distraction model to prevent at least an overlap of the
messages 104 to be displayed. As shown below, the penalty
model may be based on a weight sum of sizes of the plurality
of messages 104 in comparison with a capacity of the display
terminal 128, where the sum of sizes is weighted by the
significance of each message 104 of the plurality of messages
104. To measure the penalty value, the distraction unit 112
determines the following equation as the distraction model.

: Eq. (6
0 if ZmeMémemSC q (3

D, = -
! ZmeMé WS — C if ZmeMé WS > C

AsshowninEq. (5), the distraction unit 112 may determine
the distraction model D, based on the weighted sum of sizes
S,, (where the size is weighted by the significance W,, in
comparison to the capacity C of the display terminal 128).

The integrated optimizer 114 may incorporate the distrac-
tion model of Eq. (5) into the information gain model, as
shown below.

7% s 00D, Eq. (6):

I=2, e (0, T, =T, )-fOD 1 Eq. (7):

15

35

40

55

12

Then, the integrated optimizer 114 may solve Eq. (7) for
the significance W, and the display times T,,° and T, using
the convex optimization 118, the fractional optimization 120,
and/or the heuristic optimization 122. Based on these calcu-
lated values, the integrated optimizer 114 may determine and
output the message schedule 124 for a particular time win-
dow.

When the new messages 105 are received by the informa-
tion processing unit 106, the updating unit 116 may resched-
ule the existing messages 104 to make any necessary adjust-
ments such as removing a message 104 on the display
terminal 128 or inserting a new message 105 before some
older but less important messages 104. Thus, when the updat-
ing unit 116 updates the existing message schedule 124, the
updating unit 116 may consider those messages 104 already
displayed on the display terminal 128. Because the informa-
tion gains of the currently displayed messages 104 are not as
higher as they once were (e.g., due to the passage of times).

The updating unit 116 may adjust the information gain
model (e.g., Eq. (7)). For example, in response to the new
messages 105, the updating unit 116 may cause the integrated
optimizer 114 to discount the information gain of the dis-
played messages 104. In particular, for those messages in set
M,7, the updating unit 116 may remove the information gain
from their appearances to the current time point, as provided
by the following equation.

122, AT, =T, 0~ [0D d1-3,, 0, 7w, A(p, T-
7,9 Eq. (8):

Typically, Eq. (8) is a non-linear function of w,, and T,,”
and T,,'. The updating unit 116 may utilize convex optimi-
zation 118, fractional optimization 120, and heuristic optimi-
zation 122 to solve the significance w,, and the display times
T,° and T, using Eq. (8).

Below is the process and Pseudo code to maximize infor-
mation gain for continuous events:

1: FUNCTION Optimize Information Gain
: BEGIN
: // Supposed that all the messages have importance tags
: Initial Message Set
: //Define Information Gain Function
:: I,:=Sum (Information of each message)-Distriction
: //Solve the problem with nonlinear programming

As such, in response to the processing performed by the
integrated optimizer 114, the integrated optimizer 114 is con-
figured to output the message schedule 124 for displaying at
least a subset of the plurality of messages 104. For example,
the integrated optimizer 114 is configured to determine the
significance w,, and the display times T,,° and T,,' based on
the information gain model incorporated with the acquisition
model 110 and the distraction model from the distraction unit
112. From the determined significance w,, and the display
times T,,° and T,," for each message of the plurality of mes-
sages 104, the integrated optimizer 114 may determine the
message schedule 124 for a time window.

For instance, the integrated optimizer 114 may determine
which message(s) of the plurality of messages 104 to incor-
porate into the message schedule 124 for the time window to
be scheduled based on the determined display times and the
significance, which may include a subset of the plurality of
messages 104. For example, out of the all the messages that
may be displayed, the integrated optimizer 114 may deter-
mine which messages 104 are to be displayed in a manner that
maximizes the information gain based on the significance.
The integrated optimizer 114 considers the messages 104

~I N RN
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having the determined display times that fall into the time
window, and a display manner that substantially maximizes
the information gain.

In one embodiment, for each message 104 to be included
within the message schedule 124 for a particular time win-
dow, the integrated optimizer 114 may determine its ID, dis-
play times (e.g., Start Time, End Time), and significance
while maximizing the information gain.

In another embodiment, the display coordinator 126 may
be configured to determine the visual options of the displayed
messages based on the calculated significance and the display
time of each message. The visual options may include font,
size, and color of the display messages. For example, the
display coordinator 126 may be configured to determine
visual characteristics of the messages 104 to be displayed
such as their size, font, color, moving speeds, etc. In one
example, if a particular message 104 has a relatively high
calculated significance, the display coordinator 126 may
determine it size to be larger than other messages having a
lower calculated significance. However, the embodiments
encompass any type of technique/formula that determines
one or more visual options based on its calculated signifi-
cance.

In another embodiment, the display coordinator 126 may
determine a position on the display terminal 128 for each
displayed messages based on the corresponding calculated
significance. For example, for messages having relatively
high calculated significances, the display coordinator 126
may place these types of messages 104 in a location more
visible to the end user such as the top right.

In a further embodiment, the display coordinator 126 may
determine a speed in which the displayed messages are mov-
ing on the display terminal 128 based on the calculated sig-
nificance. For example, in this example, the displayed mes-
sages may move on the display terminal 128, and the speed of
the display messages may depend on the calculated signifi-
cance.

FIG. 4 illustrates a plurality of sources 102 generating a
plurality of messages 104 according to an embodiment. For
example, the plurality of sources 102 may include a Twitter
account 102-1 generating a Twitter message 104-1, a news
source 102-2 generating a news message 104-2, a weather
source 102-3 generating a weather message 104-3, a stock
source 102-4 generating a stock message 104-4, an email
account 102-5 generating an email message 104-5, a private
email account 102-6 generating a private email message 104-
6, a pollution report source 102-7 generating a pollution
report 104-7, and a calendar source 102-8 generating a cal-
endar message 104-8.

FIG. 5 illustrates a display arrangement of the messages
104 of FIG. 4 on the display terminal 128 according to an
embodiment. For example, the system 100 may receive the
plurality of messages 104, process the plurality of messages
104 to determine the message schedule 124, and display the
plurality of messages 104 as shown in FIG. 5. The plurality of
message 104 is displayed in a manner that optimizes their
spatial, temporal, and visual characteristics to maximize the
information gain.

According to one embodiment, the messages 104 may be
moving with different speeds on the display terminal 128 and
shown in different sizes. For example, at least some of the
messages 104 may be moving with different speeds, and have
different display sizes. For example, the speed of the message
104 moving on the display terminal 128 may indicate its time
urgency and the size is used to indicate it importance or
relevant to a specified keyword. As shown in FIG. 5, accord-
ing to the determined messages schedule 124, the twitter
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message 104-1, the news message 104-2, the weather mes-
sage 104-3, the stock message 104-4, the email message
104-5, the private email message 104-6, the pollution mes-
sage 104-7 and two calendar messages 104-8 may be dis-
played.

The display coordinator 126 may determine the visual
characteristics of the messages 104. In this example, the
display coordinator 126 may determine the message’s size
and moving speed based on its corresponding importance,
and urgency, respectively. The importance may be deter-
mined from the importance attribute of the message 104, and
the importance attribute may be set by the provider, the user,
or determined by the system 100. The message’s urgency may
be determined from the time value associated with the mes-
sage 104 (e.g., such as the messages publication time, meet-
ing time in case of a calendar message, etc.) in comparison
with the current time.

Referring to FIG. 5, the importance may determine the
message’s size, e.g., the email message 104-5 (from work)
has been identified as important, and therefore displayed in a
size larger than some of the other messages 104. Further, the
moving speed of the message 104 may be determined from
the urgency, e.g., the calendar message 104-8 (e.g., with
Subject Meeting Title) may be associated with a meeting time
relatively close to the current time, and therefore this calendar
message 104-8 may be moving with a speed higher than some
of the other messages 104.

FIG. 6 is a flowchart illustrating example operations of the
system 100 of FIG. 1 according to an embodiment. Although
FIG. 6 is illustrated as a sequential, ordered listing of opera-
tions, it will be appreciated that some or all of the operations
may occur in a different order, or in parallel, or iteratively, or
may overlap in time.

A plurality of messages may be received from at least one
source, where each of the plurality of messages may include
a plurality of attributes (602). For example, the information
processing unit 106 may be configured to receive a plurality
of messages 104 from at least one source 102. Each of the
messages may include one or more of the attributes provided
in Table 1.

An information gain model representing information gain
of the plurality of messages may be received (604). For
example, the integrated optimizer 114 may receive the infor-
mation gain model representing information gain of the plu-
rality of messages. The integrated optimizer 114 may receive
the information gain model (e.g., incorporated with the acqui-
sition model 110) from the information gain unit 108. Also,
the integrated optimizer 114 may receive the distraction
model from the distraction unit 112, and incorporate the
distraction model into the information gain model.

A message schedule may be outputted for displaying at
least a subset of the plurality of messages on a display termi-
nal including calculating a significance and display time for
each of the plurality of messages using the information gain
model and the plurality of attributes such that the information
gain is substantially maximized, where the calculated signifi-
cance determines which of the plurality of messages are
included in the message schedule and the display time pro-
vides a time period for which each message of the subset is
displayed (606).

For example, the integrated optimizer 114 may be config-
ured to output the message schedule 124 for displaying at
least a subset of the plurality of messages 104 on the display
terminal 128 including calculating the significance and the
display time for each of the plurality of messages 104 using
the information gain model and the plurality of attributes such
that the information gain is substantially maximized, where
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the calculated significance determines which of the plurality
of messages 104 are included in the message schedule 124
and the display time provides the time period for which each
message 104 of the subset is displayed.

For example, in response to the processing performed by
the integrated optimizer 114, the integrated optimizer 114 is
configured to output the message schedule 124 for displaying
atleast a subset of the plurality of messages 104. For example,
the integrated optimizer 114 is configured to determine the
significance w,, and the display times T,,° and T,,' based on
the information gain model incorporated with the acquisition
model 110 and the distraction model from the distraction unit
112. From the determined significance w,, and the display
times T, % and T,,' for each message of the plurality of mes-
sages 104, the integrated optimizer 114 may determine the
message schedule 124 for a time window.

The integrated optimizer 114 may determine which mes-
sage(s) of the plurality of messages 104 to incorporate into the
message schedule 124 for the time window to be scheduled
based on the determined display times and the significance,
which may include a subset of the plurality of messages 104.
For example, out of the all the messages that may be dis-
played, the integrated optimizer 114 may determine which
messages 104 are to be displayed in a manner that maximizes
the information gain based on the significance. The integrated
optimizer 114 considers the messages 104 having the deter-
mined display times that fall into the time window, and a
display manner that substantially maximizes the information
gain.

In one embodiment, for each message 104 to be included
within the message schedule 124 for a particular time win-
dow, the integrated optimizer 114 may determine its ID, dis-
play times (e.g., Start Time, End Time), and significance
while maximizing the information gain. In another embodi-
ment, the display coordinator 126 may be configured to deter-
mine the visual options of the displayed messages based on
the calculated significance and the display time of each mes-
sage. The visual options may include font, size, and color of
the display messages. For example, the display coordinator
126 may be configured to determine visual characteristics of
the messages 104 to be displayed such as their size, font,
color, moving speeds, etc. In one example, if a particular
message 104 has a relatively high calculated significance, the
display coordinator 126 may determine it size to be larger
than other messages having a lower calculated significance.
However, the embodiments encompass any type of tech-
nique/formula that determines one or more visual options
based on its calculated significance.

In another embodiment, the display coordinator 126 may
determine a position on the display terminal 128 for each
displayed messages based on the corresponding calculated
significance. For example, for messages having relatively
high calculated significances, the display coordinator 126
may place these types of messages 104 in a location more
visible to the end user such as the top right. In a further
embodiment, the display coordinator 126 may determine a
speed in which the displayed messages are moving on the
display terminal 128 based on the calculated significance. For
example, in this example, the displayed messages may move
on the display terminal 128, and the speed of the display
messages may depend on the calculated significance.

Implementations of the various techniques described
herein may be implemented in digital electronic circuitry, or
in computer hardware, firmware, software, or in combina-
tions of them. Implementations may implemented as a com-
puter program product, i.e., a computer program tangibly
embodied in an information carrier, e.g., in a machine-read-
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able storage device or in a propagated signal, for execution by,
or to control the operation of, data processing apparatus, e.g.,
a programmable processor, a computer, or multiple comput-
ers. A computer program, such as the computer program(s)
described above, can be written in any form of programming
language, including compiled or interpreted languages, and
can be deployed in any form, including as a stand-alone
program or as a module, component, subroutine, or other unit
suitable for use in a computing environment. A computer
program can be deployed to be executed on one computer or
on multiple computers at one site or distributed across mul-
tiple sites and interconnected by a communication network.

Method steps may be performed by one or more program-
mable processors executing a computer program to perform
functions by operating on input data and generating output.
Method steps also may be performed by, and an apparatus
may be implemented as, special purpose logic circuitry, e.g.,
an FPGA (field programmable gate array) or an ASIC (appli-
cation-specific integrated circuit).

Processors suitable for the execution of a computer pro-
gram include, by way of example, both general and special
purpose microprocessors, and any one or more processors of
any kind of digital computer. Generally, a processor will
receive instructions and data from a read-only memory or a
random access memory or both. Elements of a computer may
include at least one processor for executing instructions and
one or more memory devices for storing instructions and data.
Generally, a computer also may include, or be operatively
coupled to receive data from or transfer data to, or both, one
or more mass storage devices for storing data, e.g., magnetic,
magneto-optical disks, or optical disks. Information carriers
suitable for embodying computer program instructions and
data include all forms of non-volatile memory, including by
way of example semiconductor memory devices, e.g.,
EPROM, EEPROM, and flash memory devices; magnetic
disks, e.g., internal hard disks or removable disks; magneto-
optical disks; and CD-ROM and DVD-ROM disks. The pro-
cessor and the memory may be supplemented by, or incorpo-
rated in special purpose logic circuitry.

To provide for interaction with a user, implementations
may be implemented on a computer having a display device,
e.g., a cathode ray tube (CRT) or liquid crystal display (LCD)
monitor, for displaying information to the user and a key-
board and a pointing device, e.g., a mouse or a trackball, by
which the user can provide input to the computer. Other kinds
of'devices can be used to provide for interaction with a user as
well; for example, feedback provided to the user can be any
form of sensory feedback, e.g., visual feedback, auditory
feedback, or tactile feedback; and input from the user can be
received in any form, including acoustic, speech, or tactile
input.

Implementations may be implemented in a computing sys-
tem that includes a back-end component, e.g., as a data server,
or that includes a middleware component, e.g., an application
server, or that includes a front-end component, e.g., a client
computer having a graphical user interface or a Web browser
through which a user can interact with an implementation, or
any combination of such back-end, middleware, or front-end
components. Components may be interconnected by any
form or medium of digital data communication, e.g., a com-
munication network. Examples of communication networks
include a local area network (LAN) and a wide area network
(WAN), e.g., the Internet.

While certain features of the described implementations
have been illustrated as described herein, many modifica-
tions, substitutions, changes and equivalents will now occur
to those skilled in the art. It is, therefore, to be understood that
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the appended claims are intended to cover all such modifica-
tions and changes as fall within the scope of the embodi-
ments.

What is claimed is:

1. A system for maximizing information gain for messages,
the system comprising:

at least one processor;

a non-transitory computer-readable medium including
instructions executable by the at least one processor, the
instructions configured to implement,

an information processing unit configured to receive a plu-
rality of messages from at least one source, each of the
plurality of messages including a plurality of attributes;
and

an integrated optimizer configured to receive an informa-
tion gain model representing information gain of the
plurality of messages, and output a message schedule for
displaying at least a subset of the plurality of messages
on a display terminal including calculating a signifi-
cance and display time for each of the plurality of mes-
sages using the information gain model and the plurality
of attributes such that the information gain is maxi-
mized,

wherein the calculated significance determines which of
the plurality of messages are included in the message
schedule and the display time provides a time period for
which each message of the subset is displayed.

2. The system of claim 1, further comprising:

an information gain unit configured to determine the infor-
mation gain model based on a weighted sum of infor-
mation carried by each message of the plurality of mes-
sages, wherein the sum of information carried by each
message is weighted by the significance of each message
of the plurality of messages.

3. The system of claim 2, wherein the information gain unit
configured to determine the information gain model also
includes incorporating an acquisition model into the informa-
tion gain model such that the information carried by each
message is represented by parameters specific to the acquisi-
tion model and the display time corresponding to a respective
message.

4. The system of claim 1, further comprising:

a distraction unit configured to determine a penalty model
to prevent at least an overlap of displayed messages, the
penalty model being based on a weighted sum of sizes of
the plurality of messages in comparison with a capacity
of the display terminal, wherein the sum of sizes is
weighted by the significance of each message of the
plurality of messages,

wherein the integrated optimizer is configured to incorpo-
rate the penalty model into the information gain model.

5. The system of claim 1, further comprising:

a display coordinator configured to determine visual
options of the displayed messages based on the calcu-
lated significance and the display time of each message,
the visual options including at least one of font, size, and
color of the displayed messages.

6. The system of claim 5, wherein the display coordinator
is configured to determine a position on the display terminal
for each displayed messages based on the corresponding cal-
culated significance.

7. The system of claim 5, wherein the display coordinator
is configured to determine a speed in which the displayed
messages are moving based on the corresponding calculated
significance.
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8. The system of claim 1, wherein at least one of the
plurality of attributes includes an importance attribute indi-
cating a relative level of importance to a respective source or
user.

9. The system of claim 1, further comprising:

an updating unit configured to receive new messages and

cause the integrated optimizer to adjust the information
gain model to discount the information gain of the dis-
played messages,

wherein the integrated optimizer is configured to output an

updated schedule for the new messages and the dis-
played messages based on the adjusted information gain
model.

10. A non-transitory computer-readable medium storing
instructions that when executed cause at least one processor
to maximize information gain of messages, the instructions
comprising instructions to:

receive a plurality of messages from at least one source,

each of the plurality of messages including a plurality of
attributes;

receive an information gain model representing informa-

tion gain of the plurality of messages; and

output a message schedule for displaying at least a subset

of'the plurality of messages on a display terminal includ-
ing calculating a significance and display time for each
of the plurality of messages using the information gain
model and the plurality of attributes such that the infor-
mation gain is maximized,

wherein the calculated significance determines which of

the plurality of messages are included in the message
schedule and the display time provides a time period for
which each message of the subset is displayed.
11. The non-transitory computer-readable medium of
claim 10, wherein the instructions include instructions to:
determine the information gain model based on a weighted
sum of information carried by each message of the plu-
rality of messages, wherein the sum of information car-
ried by each message is weighted by the significance of
each message of the plurality of messages.
12. The non-transitory computer-readable medium of
claim 11, wherein the instructions to determine the informa-
tion gain model include instructions to incorporate an acqui-
sition model into the information gain model such that the
information carried by each message is represented by
parameters specific to the acquisition model and the display
time corresponding to a respective message.
13. The non-transitory computer-readable medium of
claim 10, wherein the instructions include instructions to:
determine a penalty model to prevent at least an overlap of
displayed messages, the penalty model being based on a
weighted sum of sizes of the plurality of messages in
comparison with a capacity of the display terminal,
wherein the sum of sizes is weighted by the significance
of each message of the plurality of messages; and

incorporate the penalty model into the information gain
model.

14. The non-transitory computer-readable medium of
claim 10, wherein the instructions include instructions to:

determine visual options of the displayed messages based

on the calculated significance and the display time of
each message, the visual options including at least one of
font, size, and color of the displayed messages.

15. The non-transitory computer-readable medium of
claim 14, wherein the instructions to determine visual options
include instructions to determine a position on the display
terminal for each displayed messages based on the corre-
sponding calculated significance.
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16. The non-transitory computer-readable medium of
claim 10, wherein the instructions include instructions to:

receive new messages and adjust the information gain
model to discount the information gain of the previously
displayed messages; and

output an updated schedule based on the adjusted informa-
tion gain model.

17. A method for maximizing information gain of mes-

sages, the method comprising:

receiving, by at least one processor, a plurality of messages
from at least one source, each of the plurality of mes-
sages including a plurality of attributes;

determining, by the at least one processor, an information
gain model representing information gain of the plural-
ity of messages, the information gain model being based
on a weighted sum of information carried by each mes-
sage of the plurality of messages, wherein the sum of
information carried by each message is weighted by a
significance of each message of the plurality of mes-
sages;

incorporating, by the at least one processor, an acquisition
model into the information gain model such that the
information carried by each message is represented by
parameters specific to the acquisition model and a dis-
play time corresponding to a respective message; and

outputting, by the at least one processor, a message sched-
ule for displaying the plurality of messages including
calculating the significance and the display time for each
of the plurality of messages such that the information
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gain is maximized based on the information gain model
and the plurality of attributes of the plurality of mes-
sages.

18. The method of claim 17, further comprising:

determining, by the at least one processor, a penalty model
to prevent at least an overlap of displayed messages, the
penalty model being based on a weighted sum of sizes of
the plurality of messages in comparison with a capacity
of the display terminal, wherein the sum of sizes is
weighted by the significance of each message of the
plurality of messages; and

incorporating, by the at least one processor, the penalty
model into the information gain model.

19. The method of claim 17, further comprising:

determining, by the at least one processor, visual options of
the displayed messages based on the calculated signifi-
cance and the display time of each message, the visual
options including at least one of font, size, and color of
the displayed messages.

20. The method of claim 17, further comprising:

receiving, by the at least one processor, new messages;

adjusting, by the at least one processor, the information
gain model to discount the information gain of the dis-
played messages; and

outputting, by the at least one processor, an updated sched-
ule for the new messages and the display messages based
on the adjusted information gain model.
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